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1 HyperTrack Firmware Update

HyperTrack™ Firmware Update

1. Make sure your Antenna system is powered up and ready for operation.

HyperTrack

Start the HyperTrack Client software by double clicking the icon.

3. From the Server Selection dialog, select the system to update and click the “Connect” button.

m Server Selection

Saved Controllers:

? X

Mame: Ohio IRAD PD450
URI: 192.168.102,212:50051

7 -

Detected Controllers:

Hame: Dev HTAC
Hardware ID: 40020000-01166787-0C718145

URL: 192,168.3,15:50051

4. When prompted, enter your login credentials and click “Login”.

M Login ? *

QUASONIX

Please enter your user credentials.

Username: admin

Password: eeeess
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5. From the client toolbar click on Help ?

HyperTrack™ Firmware Update

HyperTrack Client (Version 1.0.0-236e74b BETA-4)
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6. In the help dialog, click on the “Firmware Update” tab.

Help

Contact Version Firmware Update

Firmware Image:

|

Upload Progress:

Status:

0%

7. On the Firmware Update tab, click the “Browse” button to select the firmware update image.
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HyperTrack™ Firmware Update

8. In the Firmware Image dialog select the desired update image and click then “Open” button.

M Firmware Image X
« v 4 > ThisPC > Downloads » firmware v o £ Search firmware
Organize v New folder =~ O @
I This PC A Name Date modified Type Size
B 3D Objects [£] hypertrack_v1.0.0-betad.img Disc Image File

[ Desktop ] hypertrack_v1.0.0-betaS.img
[] hypertrack v1.0.0-beta.img

Disc Image File

[ Documents Disc Image File

<4 Downloads
_temp_matlab_R2020a_v
CDMv2.12.28 WHOL Ce
firmware
iperf-3.13-winé4
ZenTimings_v1.2.2

D Music

&= Pictures.

B Videos

‘i Local Disk ()

File name: | hypertrack_v1.0.0-beta6img v| Firmware Image (img) v

9. On the Firmware Update tab, click the “Update” button to start the update. The status area will display
status text while the update is in progress.

Help ? x

Contact Version Firmware Update

Firmware Image: |C:ﬁJsersIdauefDownloadsfﬁrmwaremypert'ad(_\r1.0.0-be136.img |
Upload Progress:

- o
Status:

HTAC: Receiving Firmware...
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HyperTrack™ Firmware Update

10. Once the firmware has completed updating the HTAC will be rebooted automatically. During this time it is
recommended that you update the HyperTrack Client if an update has been provided.

Help ? 4

Contact Version Firmware Update

Firmware Image: | | Browse

Upload Progress:

Status:

HTAC: Receiving Firmware...

HTAC: Firmware image received.

HTAC: Verifying Firmware. .

HTAC: Successfully verified firmware image.
HTFC: Receiving Firmware...

HTFC: Firmware image received.

HTFC: Verifying Firmware. .

HTFC: Successfully verified firmware image.
HTFC: Extracing firmware from image...
HTFC: Successfully extracted firmware.
HTFC: Installing firmware. ..

HTFC: firmware installation successful.
HTFC: rebooting in 10 seconds

HTAC: Extracing firmware from image...
HTAC: Successfully extracted firmware.
HTAC: Installing firmware...

HTAC: firmware installation successful,
HTAC: Rebooting in 30 seconds. ..
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HyperTrack™ Firmware Update

2 HyperTrack Client Update

1. Exit the HyperTrack Client if it is currently running.
2. Double click on the client installer to begin installation.

3. Follow the prompts to install the client.
j’__%' HyperTrack Antenna Client Setup — e

Welcome to the HyperTrack Antenna
Client Setup Wizard

The Setup Wizard will install HyperTrack Antenna Client on
your computer, Click Mext to continue or Cancel to exit the
Setup Wizard.

HyperTrack
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