<table>
<thead>
<tr>
<th>Power Level</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>ALL</td>
<td>2.3 OZ</td>
</tr>
</tbody>
</table>

**Mounting Hardware**

<table>
<thead>
<tr>
<th>Item</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>#6</td>
<td>9.6 IN-LB +/- 10%</td>
</tr>
<tr>
<td>Torque</td>
<td>380 LB +/- 10%</td>
</tr>
</tbody>
</table>

**Dimensions**

- All dimensions are in inches.
- Tolerances:
  - Angular: MACH 1
  - Bend 1
  - Two place decimal: 0.01
  - Three place decimal: 0.003
- Interpreting geometric tolerancing per material finish.

**Comments**

- Unless otherwise specified, all tolerances shall be as shown.

**Drawing Information**

- Drawn by: MFE
- Checked by: DEF
- Eng. Appr.: BJH
- Mfg. Appr.: Q.A.

**Drawing Scale**

- Sheet 1 of 1
- QSX-TX-02AA
- 1:1

**Copyright**

The information contained in this drawing is the sole property of Quasonix, LLC. Any reproduction in part or as a whole without the written permission of Quasonix, LLC is prohibited.